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POWER A range of portable and plug-in door chimes

03300 249 279 Luceco PLC

FEATURES
• 6 Melodies - a choice of 4 x 'Ding Dong' and 2 x 'Westminster'
• 100m Range - suitable for large homes
• One in a Million Random Code Connection - no interference with your neighbour
• Battery Powered - chime can be placed anywhere around the home (requires 3 x AA batteries)
• Adjustable Volume - change the volume depending on your needs
• IP44 Push Button - suitable for outdoor installation
• Battery Powered - supplied with CR2032 battery
• LED Indicator - visual indication on push button and chime to show activation

door chime and push button with 100m range

DOOR CHIME

BDCPO100 BDCPL100 BDCPT100

PRODUCT IMAGES

LINE DIAGRAMS

PRODUCT INFORMATION
Part Numbers
Product Type

Product Dimensions

BDCPO100-MP, BDCPL100-MP, BDCPT100-MP
BDCPO100: Portable
BDCPL100:  Plug-In
BDCPT100:  Plug-Through
BDCPO100: Chime Height 118mm x Width 74mm x Depth 41mm
BDCPL100:  Chime Height 118mm x Width 74mm x Depth 70.7mm
BDCPT100:  Chime Height 118mm x Width 74mm x Depth 70.7mm
Push Button: Height 80mm x Width 35mm x Depth 20.5mm
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IMPORTANT
This product does not consist of any serviceable parts and should not be repaired. The device should not be operated by persons who have a lack of 
experience or knowledge in using such products. People who have a reduced physical, sensory or mental capability should be supervised or given 
instruction when operating. Children should be supervised, so that they do not play with the device.

door chime and push button with 100m range

DOOR CHIME

PACKAGING INFORMATION

WEIGHTS & DIMENSIONS

Cat No.
Product Each IndividualInner Box Inner 

Box
Inner BoxOuter Box Outer 

Box
Outer Box

Packaging Type Pack Quantity Barcode

BDCPO100-MP
BDCPL100-MP
BDCPT100-MP

5015056642598
5015056642604
5015056642611

5015056642673
5015056642680
5015056642697

5015056642758
5015056642765
5015056642772

Window Box
Window Box
Window Box

Box
Box
Box

1
1
1

5
5
5

20
20
20

Carton
Carton
Carton

Cat No.
Each Inner Box Outer BoxPacked

Product
Outer Box

Dimensions (H x W x D) cm Weight (kg) CBM (mᶾ)
Unpacked
Product

Inner Box Outer BoxPacked
Product

0.117 0.236BDCPO100-MP 1.3 5.8Chime: 11.8 x 7.4 x 4.1 20.2 x 15.0 x 5.4 21.5 x 28.5 x 16.2 24.0 x 59.0 x 34.5
Push Button: 8.0 x 3.3 x 2.05

0.0489

0.128 0.264BDCPL100-MP 1.63 7.5Chime: 11.8 x 7.4 x 7.07 20.2 x 15.0 x 7.8 21.5 x 41.0 x 16.2 45.5 x 43.0 x 34.5
Push Button: 8.0 x 3.3 x 2.05

0.0675

0.157 0.293BDCPT100-MP 1.75 8Chime: 11.8 x 7.4 x 7.07 20.2 x 15.0 x 7.8 21.5 x 41.0 x 16.2 45.5 x 43.0 x 34.5
Push Button: 8.0 x 3.3 x 2.05

0.0675

Standard(s)

Operating frequency
Push Button:
Melody Count:
Sound Level:
Range:
Frequency:
Temperature:

This product is certified to applicable British safety standards
EN62368-1, EN60529, BS EN50564, EN300 220, EN301 489
433MHz
IP44
4
85dB
100m (open air)
433.92MHz
Max. 40°C

IF IN DOUBT CONSULT A QUALIFIED ELECTRICIAN

TECHNICAL SPECIFICATIONS


