
3KVA 110V TRANSFORMER

User Instructions
Before use, please read carefully and use in accordance with our safety and user instructions below.
1. This transformer is designed to reduce the mains voltage (230V) to a lower, safer value (110v). (55v to earth) it can supply electricity
    safely up to the intermittent rated power.
2. At full load (3000W) the transformer will operate, for 5 minutes “on “ and a resting time of 15 minutes “ off “.This is a requirement
    of the British Standard, BSEN61558 for intermittent operation.
3. Always check the transformer case, plug, sockets and cable before use, NEVER use anything found to be damaged or broken.
4. The transformer will become warm with normal use. Please ensure that the transformer is placed on a heat resistant surface. Please
    note that it is not advisable to use the transformer at a continuous rating for any length of time.
5. The transformer is fitted with a thermal overload trip, should it be triggered, allow the transformer to cool down, and then gently
    press the reset trip before using it again.
6. Check the transformer’s power rating against the power usage of the tool you are to use. The transformer will be able to supply
    portable tools, in normal use, up to the rating shown on the outer casing.
7. Care should be taken with equipment that requires continuous uses power, e.g. floodlights. The transformer will only safely supply
    loads not exceeding 2000W continuously.
8. Ensure that the transformer is situated close to the 240V outlet supply. An extension cable should only be used on the 110V side of
    the transformer.
9. Please note that the transformer is not a class 2 appliance, therefore the earth pin of the output socket must be connected to the
    centre point of the secondary winding and to the transformer’s incoming earth.
10. Power tool transformers must not be tested as Class 2 appliances on P A T testers, flash test only at 1.5KVA.
11. Power tool transformers have an inherent high inrush current. Any circuit breakers should have a type 4 or D type curve
12. If in doubt, please contact a qualified electrician

THE MASTERPLUG BOND
This product has been designed to fully comply with the latest British Standards and Electrical
Equipment Safety Regulations. Manufactured under an ISO 9001:2000 quality system. 

SAFETY WARNING
Please follow our simple DO’S and DON’TS
DO Keep children away from sockets and electrical appliances.
DO Uncoil the cable before use.
DO Switch off the power before working on any appliance.
DON'T Use in damp or wet conditions.
DON'T Remove the 13 amp plug and wire directly to a mains supply.
DON'T Exceed the total maximum load.
DON'T Exceed 50m when connecting extension leads.


